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Circuits Rows Panel dimension (L x H in mm) Dimension panel cut-out (in mm) 

1 1 38 x 38 23 Ø 

2 1 53 x 38 30 x 22 

3 1 76 x 38 53 x 22 

4 1 83 x 38 60 x 22 

5 1 98 x 38 75 x 22 

6 1 113 x 38 90 x 22 

8 1 143 x 38 120 x 22 

10 1 173 x 38 150 x 22 

12 1 203 x 38 180 x 22 

18 1 293 x 38 270 x 22 

18 2 158 x 76 135 x 60 

24 2 203 x 76 180 x 60 

 

Application 

Panel assembly for thermocouple and RTD circuits for 

mounting in control rooms, test stands, laboratory 

applications, pilot plants, etc. 

 

Construction 

This panel consists of the panel set 20.052-x fitted 

with the miniature panel inserts high temp PMIH-... 

For further details see separate specification sheets. 

 

Ordering Code   PAMHAL-x-y x = number of circuits 1, 2, 3, 4, 5, 6, 8, 12, 18, 24 
  `  y = calibration  E, J, K, N, T, U, R/S, C, B 
    Calibration printed on panel insert body 

 

Wire size 

- Accepts wires up to 0,6 mm. 

 

Temperature rating 

- 350 °C Maximum 
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